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Flow 19-76 LPM - Liter register +/-1% accuracy rating
Aluminum construction

Mechanical Meters
For Gasoline / Diesel / B20 / E15 / Kerosene

4-Wheel Mechanical Meters

3-Wheel Mechanical Meters continued

Flow 6-40 GPM - Gallon register +/-2% accuracy rating
Aluminum construction

Flow 23-151 LPM - Liter register +/-2% accuracy rating
Aluminum construction

Included Accessories | Inlet/Outlet Size

Fluid Register | Flow Rate | Inlet/Outlet Size
For use with high viscosity lube oils

901C N 1" inlet/outlet

901C1.5 N 1.5" inlet/outlet

901CMK300 N Includes fittings and castings to mount on FR300 series pumps | 1" inlet/outlet

901CMK300V N Includes fittings and castings to mount on FR300V and FR700V series pumps | 1" inlet/outlet (Pictured above)

901CMK4200 N Includes fittings and castings to mount on FR4200, NX3200, and FR710 series pumps | 1" inlet/outlet

901CN1.5 N Flourocarbon seals | 1.5" inlet/outlet (Nickel-plated meter also compatible with biofuels)

806CL N 1" inlet/outlet (Gravity feed model)

807CL
807CLX418

N
B 3/4" inlet/outlet

807CL1
807CL1X418

N 
B 1" inlet/outlet

807CLMK N Includes fittings to mount on FR1200, FR2400, FR600, SD600, SD1200, and FR700V series pumps | 3/4" inlet/outlet

807CLN1 N 1" inlet/outlet (Nickel-plated meter also compatible with biofuels | Pictured above)

807CNL1X418 B 1" inlet/outlet (Nickel-plated meter also compatible with biofuels)

TN740AN1CAA1LAI N Liter register | 1.5-40 LPM | 1" inlet/outlet

TN740AN1CAA1TAI N Gallon register | 0.5-10 GPM | 1" inlet/outlet

TN740AN1CBA1LAI B Liter register | 1.5-40 LPM | 1" inlet/outlet

TN760AN1CAB1GAF N Gallon register | 0.6-15 GPM | 1.5" inlet/outlet (Pictured right)

TN760AN1CAB1LAF N Liter register | 2.3-57 LPM | 1.5" inlet/outlet

TN760AN1CBB1LAF B Liter register | 2.3-57 LPM | 1.5" inlet/outlet

901CL
901CLX418

N 
B 1" inlet/outlet

901CL1.5
901CL1.5X418

N
B 1.5" inlet/outlet (Pictured above)

901CLMK300 N Includes fittings and castings to mount on FR300 series pumps | 1" inlet/outlet

901CLMK300V N Includes fittings and castings to mount on FR300V and FR700V series pumps | 1" inlet/outlet

901CLMK4200 N Includes fittings and castings to mount on FR4200, NX3200, and FR710 series pumps | 1" inlet/outlet

901CLN1.5 N Flourocarbon seals | 1.5" inlet/outlet (Nickel-plated meter also compatible with biofuels)

901CNL1.5X418 B 1.5" inlet/outlet (Nickel-plated meter also compatible with biofuels)

ATEX

Flow 0.5-15 GPM (1.5-57 LPM) +/-2% accuracy rating
1" | 1.5" NPT or BSPP inlet/outlet

TN740 - Max pressure 1,000 PSI / 69 bar
TN760 - Max pressure 400 PSI / 28 bar

TN Series Meters Fluid compatibility varies per model

3-Wheel Mechanical Meters

Flow 5-20 GPM - Gallon register +/-1% accuracy rating
Aluminum construction

Included Accessories | Inlet/Outlet Size

806C N 1" inlet/outlet (Gravity feed model | Pictured above)

807C N 3/4" inlet/outlet

807C1 N 1" inlet/outlet

807CMK N Includes fittings to mount on FR1200, FR2400, FR600, SD600, SD1200, and FR700V series pumps | 3/4" inlet/outlet

807CN1 N 1" inlet/outlet (Nickel-plated meter also compatible with biofuels)

ATEX

Fluid Register | Compatible Fluids

TN860AN1CAB1GAC N Gallon register | Diesel, biodiesel, jet fuel, kerosene

TN860AN1CAB1GAC-RL N Gallon register | Diesel, biodiesel, jet fuel, kerosene (right-to-left flow)

TN860AN1CAB1LAC N Liter register | Diesel, biodiesel, jet fuel, kerosene

TN860AN1CAB2GAC N Gallon register | Gasoline, water

TN860AN1CAB2GBC N Gallon register | E85, E100, ALS, solvents

TN860AN1CAB2LAC N Liter register | Gasoline, water

TN860AN1CAB2LBC N Liter register | E85, E100, ALS, solvents

TN860AN1CBB1LAC B Liter regsiter | Diesel, biodiesel, jet fuel, kerosene

TN860AN1CBB2LAC B Liter register | Gasoline, water

TN860AN1CBB2LBC B Liter register | E85, E100, ALS, solvents

Flow 6-60 GPM (23-230 LPM) +/-2% accuracy rating
1.5" NPT or BSPP inlet/outlet

Max pressure 150 PSI / 10 bar
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