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REFUELLING SOLUTIONS

IFUEL® Pre Pump Strainer

Y Strainer 316 Stainless Scr BSP SSY Range

Y-Strainers are devices for mechanically removing unwanted solids from liquid, gas or steam
lines by means of a perforated or wire mesh straining element.

They are used in pipelines to protect pumps, meters, control valves, steam traps, regulators
and other process equipment.

® Cap - CF8M
® Gasket - PTFE
® Mesh - 316 Stainless Steel

@ Cold Working Pressure - 5500kpa

@ Maximum Working Temperature - 230 Deg C
® Thread - AS1722.1

.. : Mesh Centre )
AAP CODE Imperial Size Length Height Mesh Diameter | Approx. kg/PC
172 65 51 2 1 0.2

SSY15

SSY20 3/4 80 60 2 1 0.33

SSY25 1 90 72 0.7

SSY32 77 0.9

SSY40 87 1.4

SSY50 24

SSY65 47

SSY80 73
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REFUELLING SOLUTIONS

IFUEL® Pre Pump Strainer

Y Strainer 316 Stainless ANSI 150 2” to 12” YSSF Range

316 Stainless Steel ANSI 150 Flanged Y Strainer with stainless steel screen and fasteners.
-20°C to 260°C temperature range. 316 Stainless Steel and Graphite gasket allows for a
wide range of media and temperatures. Typical applications include steam, water, brine and
chemical.

@ Size 50mm to 300mm

@ Body 316 Stainless Steel

® Mesh 316 Stainless Steel

® Pressure Range 0 t0 20 BAR

® Flanged ANSI 150

@ Factory Accredited CE, ISO 9001, API

P
e

IDN (mm) Media Media Screen (MM)
e Pressure Temperature
50

YSSF-0550 0O to 20 BAR -20°C to 260°C 0.6x1.2

YSSF-065 65 O to 20 BAR -20°C to 260°C 0.6x12

YSSF-080 80 010 20 BAR -20°C to 260°C 0.6x1.2

YSSF-100 01020 BAR -20°C to 260°C 0.6x1.2

YSSF-125 O to 20 BAR -20°C to 260°C 1X1.5

YSSF-150 O to 20 BAR -20°C to 260°C 1X1.5

YSSF-200 O t0 20 BAR -20°C to 260°C 2x25

YSSF-250 01020 BAR -20°C to 260°C 2X25

YSSF-300 O to 20 BAR -20°C to 260°C 2X2.5

YSSF-350 O to 20 BAR -20°C to 260°C 2X2.5

YSSF-400 01020 BAR -20°C to 260°C 2X25
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