
Overfill Protection | FillSafe Zero

Vented Level Sensor

Banlaw’s Vented Level Sensors do much 
more than identify when a tank is full:

uu Level sensing to the specified ullage

uu Compatible with internal or external pilot 
line installations

uu Suitable for vehicles with multiple fuel 
tanks

uu 1,000 litres per minute (264gpm, 2,118 
SCFH) air venting (exhaust and intake)

uu ‘Anti-spill’ roll over protection

uu Tank pressure gauge port

uu Secondary (top) float for dry-break 
refuelling system ‘shut-off’ redundancy

uu 110kPa (16psi) or 49kPa (7psi) pressure 
relief valve setting options

BVLS80 FillSafe Zero, Vented Level Sensor, 80mm (3”) Nom. Tank Ullage, 16psi RED Cap 2” NPTM, 16PSI 15x16x30cm | 1.69kg

BVLS80-L FillSafe Zero, Vented Level Sensor, 80mm (3”) Nom. Tank Ullage, 7psi GREEN Cap 2” NPTM, 7PSI 15x16x30cm | 1.69kg

BVLS180 FillSafe Zero, Vented Level Sensor, 180mm (7”) Nom. Tank Ullage, 16psi RED Cap 2” NPTM, 16PSI 45x20x10cm | 2.2kg

BVLS180-L FillSafe Zero, Vented Level Sensor, 180mm (7”) Nom. Tank Ullage, 7psi GREEN Cap 2” NPTM, 7PSI 45x20x12cm | 2.2kg

BVLS80-CT FillSafe Zero, Vented Level Sensor, 80mm (3”) Nom. Tank Ullage, 16psi RED Cap - Cold Temp 2” NPTM, 16PSI 15x16x30cm | 1.69kg

BVLS80-L-CT FillSafe Zero, Vented Level Sensor, 80mm (3”) Nom. Tank Ullage, 7psi GREEN Cap - Cold Temp 2” NPTM, 7PSI 15x16x30cm | 1.69kg

BVLS180-CT FillSafe Zero, Vented Level Sensor, 180mm (7”) Nom. Tank Ullage, 16psi RED Cap - Cold Temp 2” NPTM, 16PSI 45x20x11cm | 2.2kg

BVLS180-L-CT FillSafe Zero, Vented Level Sensor, 180mm (7”) Nom. Tank Ullage, 7psi GREEN Cap - Cold Temp 2” NPTM, 7PSI 45x20x13cm | 2.2kg
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