Roll Form Pipe Markers provide an economical solution for any pipe
marking application. Printed on self-adhesive polyproplene, these
economical markers are suitable for larger marking jobs on clean
pipes. Markers come on a roll, paper backed and with perforated
edges for easy flow indication.

Available in a select range of pipe marker legends, and as custom.

STANDARD PACKAGE: Roll of 50 Markers and 50 Chevrons
(Flow Indicators). Roll length 19m (Approx).

Pipe Size : .
Outside Diameter Pipe Marker Size (H x W) 0

40mm to 70mm 31 x 380mm

For supplementary safety
markers, see page 101.

ALKALIS / ACIDS (WHITE ON VIOLET)
Pipe Outside Diameter (0.D.) 40mm to 70mm 0.D.

Recommended
Legend Safety Signal 380mm x 31mm

CAUSTIC SODA (/////, 846907

AIR (WHITE ON LIGHT BLUE)
Pipe Outside Diameter (0.D.) 40mm to 70mm 0.D.

Recommended
Legend Safety Signal 380mm x 31mm

AR /7/]] 846909
COMPRESSED AR /] 846911
HIGH PRESSURE AR 846910
INSTRUMENT AIR wi 846912

WATER (WHITE ON MID BLUE)
Pipe Outside Diameter (0.D.) 40mm to 70mm 0.D.

Recommended
Legend Safety Signal 380mm x 31mm

846939

POTABLE WATER™

** NOTE: As per AS 1345, Potable Water should be a green marker with blue
supplementary colour band. Blue marker is offered due to popular demand.

ELECTRICAL (WHITE ON ORANGE)

Legend Recommended

Safety Signalt 380mm x 31mm

ELECTRICAL 7717/, 846936

All wording/colour combinations listed are “Standard”
markers and conform to Australian Standards

WATER (WHITE ON JADE GREEN)
Pipe Outside Diameter (0.D.) 40mm to 70mm 0.D.

Recommended
Legend Safety Signal 380mm x 31mm

CHILLED WATER 846913
COLD WATER - 846914
CONDENSER WATER - 846915
COOLING WATER - 846916
DRAIN WATER - 846917
HEATING HOT WATER - 846918
HOT WATER - 846919
NON POTABLE WATER - 846920
POTABLE WATER 846921
PROCESS WATER - 846922
RAIN WATER - 846923
RAW WATER - 846924
TOWNS WATER - 846925
WATER - 846926

0ILS (WHITE ON BROWN)
Pipe Outside Diameter (0.D.) 40mm to 70mm 0.D.

Recommended
Legend Safety Signalt 380mm x 31mm

FUEL OIL 846937
HYDRAULIC OIL - 846938

FIRE PROTECTION (WHITE ON RED)
Pipe Outside Diameter (0.D.) 40mm to 70mm 0.D.

Recommended
Legend Safety Signal' 380mm x 31mm

FIRE FIGHTING WATER - 846935

10mm legend height: legend repeats 50 times on a 100 x 500mm strip. Legend repeats
13 times on a 100 x 200mm strip. Either cut off individual markers manually, or wrap
entire 100 x 200mm sheet around a pipe for maximum adhesion. Each legend measures
10 x 100mm.

1 Supplementary safety markers are shown as a guide only and are not printed on markers.
See page 101 for full range.

* High-Visibility markers are recommended for pipes over 250mm 0.D. or whenever the pipe
must be viewed from a far distance.

All wording/colour combinations listed are standard markers and comply to Australian Standards

B2 Y
« v AS 1345-1995 & AS 2700-1996.
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