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FUEL REELS

TECHNICAL SPECIFICATIONS

• Ideal for mine site service vehicle mount & mine applications 

• Stainless steel shaft, zinc plated housing & Viton O’Rings

• Bare reel capacity: 38mm x 15m 

• Operating pressure up to 2400kPA (350psi) 

• 1 ½” BSP (F) reel inlet

TECHNICAL SPECIFICATIONS

• Ideal for mine site service vehicle mount & mine applications 

• Stainless steel shaft, zinc plated housing & Viton O’Rings

• Bare reel capacity: 25mm x 15m 

• Operating pressure up to 5,175kPa (750psi)

• 1” BSP (F) reel inlet

TECHNICAL SPECIFICATIONS

• Heavy duty reel ideal in truck mount & large workshops or above 
ground mining applications

• Fitted with 25mm x 20m i.d. hose

• Operating pressure up to 3,500kPa (500psi)

• 1” BSP (F) reel inlet and 1” BSP (M) hose outlet

• Wall/floor mounting bracket integral to the reel design

HEAVY DUTY DIESEL REEL 
UNMETERED (BARE) – 25MM X 15M
MAN2515-01

DIESEL/WATER/AIR HOSE REEL 
UNMETERED (BARE) – 38MM X 15M
MAN3815-01

TWIN PEDESTAL DIESEL REEL 
25MM X 20M
MDTP2520-01

HEAVY DUTY FUEL REELS
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