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UZZARABLUE NOZZLESS

Code
Weight Packaging

kg lbs mm inch pcs/box

F0061903B 2,6 5,7 357x357x275 14,1x14,1x10,8 1

F14761000 0,2 0,4 800x480x300 31,5x18,9x11,8 1

PRODUCTS’ RANGE   WEIGHT AND PACKAGING

EN.  Piusi nozzles are all made from materials 
compatible with AdBlue®.

Manual nozzle distinguished by high efficiency 
thanks to its the low flow resistance and 
inexpensive operation.

Automatic nozzle featuring a device that 
stops the flow when the tank is full. Complete 
with hose-tail fitting.

ES.  Todas las pistolas Piusi se fabrican con 
materiales compatibles con la AdBlue®.

Pistola manual caracterizada por una elevada 
eficacia, debida a la baja resistencia al flujo, 
unida a una notable economicidad.

Pistola automática con dispositivo de parada 
del flujo en caso de depósito lleno. Dotada de 
boquilla.

RU. Пистолеты Piusi полностью 
изготавливаются из материалов, совместимых 
с AdBlue®.

Ручной пистолет, отличающийся повышенной 
эффективностью благодаря низкому 
сопротивлению потоку и экономичностью.

Автоматический пистолет оснащается 
устройством остановки подачи при 
заполнении бака. Имеется штуцер.
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SUZZARABLUE NOZZLES

SUZZARABLUE 
MANUAL NOZZLE

SUZZARABLUE 
AUTOMATIC NOZZLE

Flow-rate
up to

l/min80
(up to 21,1 gpm)

ON REQUEST AVAILABLE

Adapter K24 SB325
nozzle

Plastic adapter SB325 
nozzle meter

for automatic nozzle
M 3/4”BSP - F 1”BSP
Code F16475000

for K24 manual 
nozzle
Code F15776000

Code Description
Fluids Flow-rate Pressure Inlet Swivel Spout

type l/min gpm bar BSP ext. Ø

F0061903B Automatic nozzle 40 21,1 3,4 3/4” YES 3/4”

F14761000 Manual nozzle 80 10,6 3,4 3/4” NO 3/4”

PRODUCTS’ RANGE   TECHNICAL DATA
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